








Finalizing the Installation (for qualified installers only)

Right Twig

The right twig has a
hole for the pin on the
rear log.

This notch
fits over the
grate

Note how the notch in
the right twig fits over
the grate.
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50 Finalizing the Installation (for qualified installers only)

Ember Placement

Place the embers along the firebox floor and burner to help conceal the burner. Make sure none of
the embers are directly over the burner holes. See the photo below.

Note how the embers do not
cover any burner holes. Place
the embers around the burner
to create a realistic effect.

Rock Wool Placement

The rock wool must be pulled apart and made into a thin gauze prior to placing over the burner.
See the illustration below for details.

NOTE: Propane (LP) units use a lighter amount of rock wool than natural gas units.

Preparing the Rock Wool:

¥ ey

The rock wool comes in one Place small pieces of rock wool next to the burner holes in

clump. Tear off “dime” sized visible locations. Place the rock wool sparingly so it does
clumps and flatten. Then pull on

the wool to create gauze-like

not cover large areas of the burner.

pieces. The _WOOI glows best WARNING: If the rock wool is too thick or placed so it
when very thin and porous. obstructs the flow of gas, sooting will occur.
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Finalizing the Installation (for qualified installers only)

LP Conversion Instructions

Install the conversion kit prior to installing the gas line to ensure proper gas use.

1 Remove the glass (see page 40). Remove the logs and coals (if installed - page 43)

2 Remove the ember tray and burner tray cover (see the illustration below).

Loosen the screw and remove the clip located on

the firebox ceiling on the front left side.

Remove this clip on

the firebox floor.

Remove the ember
tray and the burner

tray cover.

Figure 30
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52 Finalizing the Installation (for qualified installers only)

3 Remove the firebox floor following the directions below.

Tilt the front of the firebox floor upwards
slide it forward, and remove.

Remove the four T NOTE: These tabs insert into the

screws that secure slots on the back of the firebox floor.
the firebox floor.

NOTE: The air
shutter inserts
through this slot.
When re-attaching
the floor, position

the air shutter so it
inserts through the
slot.

Figure 31
4 Remove the burner following the directions below.

Remove the four
SCrews securing
the burner to the

firebox floor.

Slide the burner to
the right and up to
remove.

Figure 32
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Finalizing the Installation (for qualified installers only)

5 Follow the directions below to replace the orifice.

Burner Orifice

@

Use a 1/2" open end wrench

to unscrew the orifice.

1/2" Wrench
Manifold

Burner Orifice

Screw each LP orifice in so the
orifice protrudes 15/16”
(indicating full insertion).

®

Apply thread sealant to the LP
orifices prior to installation. Use
the chart below to identify the
correct orifices.

0

Look here for the orifice identification

NG LP
#33 #50

Figure 33
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54 Finalizing the Installation (for qualified installers only)

6 Switch the pilot hood to the “LP” size following the directions below.

Un-screw the pilot Slide this silver tab out. When in the LP position a hole Tighten the pilot hood
hood 1/4 turn. will appear near one of the tabs. until it is fully secure.

<

[S]

c

=

= x

> N

Figure 34

NOTE: The sliding portion of the pilot orifice may be positioned differently. Instead of pulling it
towards you, you may push it away. Either way — when the hole appears near the tab, the orifice is
in the LP position.

7 Disconnect the burner tray and place it on the firebox floor (see Figure 35).

The gas control valve and receiver
module are found on the back side of
this plate.

The burner tray is held
in place with 9 screws
(7 on the firebox wall, 2
on the pilot assembly).
Remove the burner tray
and place it on the
firebox floor.

Figure 35
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Finalizing the Installation (for qualified installers only)

8 The gas control valve has a propane conversion shaft that alters the outlet pressure. Remove
the rubber cap over the propane conversion shaft and twist the small knob so the line points to

“LP” (see Figure 36).

Side View Conversion Shaft
(Note how it is in a lower
position when switched to LP)

NATURAL TO PROPANE
CONVERSION SHAFT NG LP

(UNDER RUBBER CAP) (Natural Gas) (Propane)
Figure 36

9 Remove the NG rate screw and replace it with the LP rate screw included in the owner’s pack
(see Figure 37). Take care to not damage the rubber o-ring on the rate screw when installing.

Rate Screws

7N
- <
RATE SCREW (B/RASS) N G L P
(Natural Gas) (Propane)
Figure 37

10 Replace the burner tray, burner assembly, and grate. Install the logs and embers and replace
the glass.

11 Make the gas line connection, bleed the gas line (if applicable), start the heater and thoroughly
leak-test all gas connections and the gas control valve (see Gas Line Requirements on page 16

for details). Check the pilot and adjust if necessary.
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56 FinaIizing the Installation (for qualified installers only)

Fireback Installation (Rectangular 96100172)

WARNING Turn off gas to the appliance and make sure it has fully cooled prior to conducting service.
WARNING The firebacks are fragile (especially after being burned) — handle with care.

NOTE The firebacks are 2-sided. When installing, use the desired pattern. Also make
sure the rear brick is correctly positioned.

Herringbone Pattern Brick Pattern

5
5

1 Remove the glass frame, logs, and grate.

2 Remove and discard the ember tray and burner tray cover..

Loosen the screw and remove the clips located on

the firebox ceiling (both sides).

Remove this clip on

the firebox floor.

Remove and discard
the ember tray and
the burner tray cover.

Remove this clip on the firebox
floor. Bend the clip upwards to @ T
form a 90° angle.

Figure 38
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Finalizing the Installation (for qualified installers only)

3 Install the firebacks following the directions below.

®

Place the rear firebacks in
place. The lower fireback
rests on the tabs on the back
wall of the firebox. Hold

them in place while installing

the side firebacks.

Place the floor
firebacks in place.

Slide the side
firebacks into place
and replace the clip to

secure (both sides).

Replace these clips.

4 Restore the fireplace to the correct configuration.

Figure 39
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58 Finalizing the Installation (for qualified installers only)

Andiron Installation

Two clips are included with this fireplace for installation of the optional andirons. Follow the
directions below for installation.

Install the andirons last, after the firebacks (if used), and logs are in place.

Use the two screws (included with the andirons) to
) secure the andiron brackets (included with the fireplace)
to the andirons.

Remove the four screws on the firebox floor. Position
the andirons and replace the screws to secure.
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Finalizing the Installation (for qualified installers only)

Power Heat Duct Installation

The optional power heat duct may be used with this fireplace. Refer to the part numbers below if
you wish to install this accessory. Instructions are included with the accessories.

« Power Heat Duct 98500769
e« 1080 CF Power Heat Duct Wiring Kit 94400995

NOTE: This wiring kit includes the wiring necessary for hooking up the electrical circuit to a
thermodisk inside the fireplace.

NOTE: The power heat duct must be attached at the time of fireplace installation.
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